SAILOR FB500/250 Fleetbroadband System

SAILOR FleetBroadband

is the new benchmark for broadband Internet at sea and
standard IP applications. With the launch of SAILOR 500
FleetBroadband and SAILOR 250 FleetBroadband reliable
high-speed IP communication now becomes available to all

vessels, providing broadband data and voice

simultaneously on the latest generation of Inmarsat

satellites.

SAILOR FB500

Size:Above-deck unit:
Height 63cm, diameter 60.5cm (16kg)

Below-deck unit:
27.3 x26.4 x 4.25cm

Handset:

1.52 x 5.5 x 2.65¢m

Standard IP:Up to 432kbps

Streaming IP:32, 64, 128, 256kbps
ISDN:64kbps

Voice:4kbps, 3.1kHz audio

Fax:Group 3 fax via 3.1kHz audio

Group 4 fax, 64kbps

SMS:Standard 3G (up to 160 characters)
Operational temperatures:-25°c to +55°c
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SAILOR FB250

Size:Above-deck unit:
Height 27.56¢m, diameter 32.92cm (4.2kg)

Below-deck unit:
27.3 x26.4 x 4.25cm

Handset:

1.52x 5.5 x 2.65cm

Standard IP:Up to 284kbps

Streaming IP:32, 64, 128kbps

ISDN:N/A

Voice:4kbps, 3.1kHz audio

Fax:Group 3 fax via 3.1kHz audio
SMS:Standard 3G (up to 160 characters)
Operational temperatures:-25°c to +55°c

This map depicts Inmarsat’s expectations of coverage post repositioning of its I-4
satellites. This map does not represent a guarantee of service. The availability of service
at the edge of coverage areas fluctuates depending on various conditions.

Planning and Installation, Hardware and Airtime, Service and Support.

Ebacos is partner of Eurosatlink ESL, the German Master Distributor for all Thrane&Thrane satellite systems.

for more information

mail: info@ebacos.net
tel..: 0033 442 083607
http//:  www.ebacos.net



